EMI Suppressors Tapping Beads

1. Applications:

The tapping beads are convenient :
for the automatic insertion in the pc |

boards. mm

2. Materials: . L 11
GL3B,GL5,GL5B,GLE. —_—

3. Ordering code:
GLSB RHW 3.5 X 6 X 0.8
Material Type OD H D
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4. Tapping type

(A-Type)

(D-Typa)

-

. (E-Type}

EMI Suppressors Tapping Beads

5. Dimensions (m/m)

e A B C IMPEDANCE(OHM)
i m/m m/m 25MHz Min | 100MHz Min
RHW 2.4x4.0x0.8 | 2.4:0.15 4,040.3 0.840.1 12 3z
RHW 2.5x40x0.8 | 2.5:0.15 4.040.3 0.840.1 12 3z
RHW 3.5x30x08 | 3.540.15 . 30403 0.840.1 20 40
RHW 3.5x4 5x0.8 | 3.580.15 45403 0.840.1 a5 60
RHW 3.5x47x0.8 | 3.540.15 | 4TH03 0.840.1 35 B0
RHW 3.5x6.0x0.8 | 3.5:0.15 & 6.040.3 0.840.1 40 80
RHW 3.5x7.5x0.8 | 3.540.15 | 75403 0.840.1 50 a0
RHW 3.5x8.3x0.8 | 35H0.15 l 8.340.3 0.840.1 65 110
RHW 3.5x9.0x0.8 | 3.5:0.15 9.0+0.3 0.840.1 70 110
RHW 3.5x3.0x1.0 | 3.5t0.15 3.040.3 1.040.1 18 aa
RHW 3.5x4.5x1.0 | 3.540.15 4.540.3 1.040.1 30 45
RHW 3.5x4.7x1.0 | 3.580.15 4,710.3 1.040.1 30 45
RHW 3.5x6.0x1.0 3.540.15 6.040.3 1.040.1 35 50
RHW 3.5x7.5x1.0 | 3.54).15 7.540.3 1.040.1 50 (4]
RHW 3.5x8.3x1.0 | 3.5.15 8.340.3 1.040.1 a0 80
RHW 3.5x9.0x1.0 | 3.5H.15 8.040.3 1.040.1 65 85
RHW 3.5x6.0¢1.2 | 3.5H).15 6.0+0.3 1.240.1 25 50
RHW 3.5x8.0x1.2 | 3.5t0.15 9.040.3 1.240.1 40 75
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